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3D PIVOT MEASURING SYSTEM

User Manual PART NO. 19000 & 19100
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INTRODUCTION

19000 & 19100 Pivot Measuring System

This measuring system was carefully designed to give you maximum
performance in restoring total vehicle symmetry in the fastest time
possible time. The more you use it, the more uses you will find for it.
Because of the pivoting action, there are fewer pieces required to reach
any point you wish to check for misalignment i whether it is for damage
analysis or to have accurate targets to pull to.

The system works with any standard 3D vehicle measuring
specification. Use with the Wedge Clamp Eclipse electronic measuring

system #E1000 for full upper and lower body measuring.
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INTRODUCTION

There are two methods for mounting the 19000 and 19100 onto a vehicle:

1. Mount directly on to Wedge
Clampdés anchorin

OR

2. Use the 24000 Pivot Quick Mount
Kit. This kit allows you to mount
the System independently for
damage analysis, or with any
other rack or bench system.

NOTE: With both methods
these ‘Wedge Brackets”
mount onto square steel
bars.



wy

v

COMPONENTS

19000 & 19100 Pivot Measuring System

Storage Tool Board

Medium side Tubes (inner}

Medium side Tubes (outer)

—

Short side Tubes (inner)

Short side Tubes (outer)
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19000 & 19100 Pivot Measuring System



